


Convex insert profile

Assembling

I-Tech
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Fix three posts TLHTP26 to the triangolar base with TLSCRT screws.
Insert the convex profile that you desire and, after, slide the insert profile TLHTSF of your choice.
Close the triangolar totem with 2 mm triangolar aluminium endcap and screws.

-

¥ Triangolar endcap

measures for antireflex
engraving-paper insert

profile mm inches
TLHT93 88mm 3,46"
TLHT124 121Tmm 4,76"
TLHT155 157mm 5,94"
TLHT186 181Tmm 712"
TLHT217 | 212mm | 834"
TLHT248 | 243mm 9,56"
TLHT297 | 294mm | 11,57"

TLSCRS: screw 2,9 X 6,5mm

TLHTP26: post 26mm

TLHT186: convex profile 186mm

APPLI(ATIONS 3 TLHTSFS-S: insert profile
square 15,5mm
Insert up to 1,75mm
ADA

Engraving material
Plastic material
Acrylic material
Digital printing

MOUNTING
POSSIBILITIES

stand alone

Triangolar base

Screw




Totem

) 0 00000000000000000000000000000000000000000000000000000000000000000000000000000000000000000000000000000000000000000000000000000000000000000 o

HIT101 HIT102 HIT103 HIT104
186/7,32" 217/8,54" 248/9,76" 297/11,69"
186/7,32"

150'65/005 1
150°65/005 L

WLE'6£/000L

HIT105 HIT106 HIT107 HIT108
186/7,32" 217/8,54" 248/9,76" 297/11,69"

217/8,54" 217/8,54"

W1'81/000

WL'81/0002

150'65/005 L
150'65/005 L

You can’t find what you need? Contact us and we will help you to find the solution!
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Convex insert profile
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Assembling The convex aluminium profiles will be snapped on the adjusted TLCLI clips which have been previously
integrated in the side tracks. Create a sign with flat and covex profiles (insert and no insert) as you like. You
can choice between profiles through the complete Triline® gamut.

Antitheft solution: synthetic blocking pin that slides between clips.

Room identification, directories, directional signs and more...

APPLICATIONS

Vynil printing
Screen printing
Digital printing

TLHTSFS-S: insert profile square 15,5mm

U.V. printing )
TLHT124-S: convex profile 124mm
Insert up to 1,75mm
ADA TL62S-S TL62-S TLHT124-S

flat insert profile 62mm flat profile 62mm convex profile 124mm

Engraving material
Plastic material
Acrylic material
Digital printing

FIXING
POSSIBILITIES

wall

Screw (TLSCR7-TLSCRS)

\/ \J
TLHTSF: slim frame profile TLCLI: Triline® clips

Double tape (At01)

I-Tech

Sticky bond (Ag01)
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Specials

‘ 380/14,96" ‘ ‘ 450/17,72" ‘ ‘ 500/19,68" ‘
T 1 T 1 T 1
155/6,10" 186/7,32" 186/7,32"
93/3,66" T T
i 124/4,88" 124/4,88"
62/2,44"
62/2,44" 62/2,44" 62/2,44"
31/1,22" [ 62/2,44" 31/1,22" |
31/1,22"
HSP101 + .
62/2,44" 31122 |
31/1,22"
15,5/0,61" T 15,5/0,61" T
HSP102 HSP103
800/31,50"
L |
T 1
124/4,88"
93/3,66"
31/1,22' |
31/1,22" |
31/1,22" |
31/1,22" |
31/1,22" |
31/1,22" |
31/1,22" |
31/1,22" |
31/1,22"
15,5/0,61" =
HSP104
HSP105
1500/59,05"
L |
T 1
155/6,10"
62/2,44"
124/4,88" 4
/ | 31/1,22
131/1,22"
62/2,44"
372/14,64" 0 1
124/4,88 131122
1317122
62/2,44"
124/4,88 131122
1 131122
93/3,66"
- f f f f f
372/14,64" 200/7,87" 460/18,11" 260/18,11"

This is only a selection of the endless combination possibilities that Hi-Tech System offers.
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Hi-Tech

Assembling

I-Tech

Emergency sign is projected and realised following environmental and work area charateristics.
Pictograms and signals must guarantee eye-catching and they must respect dimensions with architectural

expectations and safety regulations.

TYPE OF SIGNS:

EA0EEE
g ®

- warning

. @O AA K

APPLICATIONS

Vinyl lettering
Digital printing
Engraving
ADA
Braille text
Screen printing

- prohibition

On the right you find only a selection of the endless combination possibilities that Hi-Tech System offers.
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